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Product Specification Sheet

EP30
PSS E-POWER 30KVA Online (3phase in / 3phase out) True Online Double Conversion UPS with no
batteries

Product Overview

PSS E-POWER 30KVA Online (3phase in / 3phase out) True Online Double Conversion UPS, Transformer-based, No

Batteries, Pure Sine wave output, 0.9 Power Factor (lagging), Modular capabilities, Double CPU control, Static bypass, Manual

maintenance bypass, Wide input voltage range, LCD with control panel, Advanced battery management, Parallel redundant -

up to 4 modules, Self diagnosis, Full protection against surges / dips / overcharge / overload, 384VDC Battery DC Voltage,

88% efficient

Specifications

Overview:

INTRODUCTION

The EP Series offers the ultimate power protection. It incorporates double conversion technology and parallel redundancy and

is built to meet the specifications required with fail safe intelligence. Recommended for large computer environments where

being on-line permanently is critical.

APPLICATION

Medium-Large Computer Data Centres, Industrial Processes and Other Mission Critical Equipment

Features:

- Double conversion on-line technology

- Modular capabilities

- Double CPU control

- Static bypass

- Manual maintenance bypass

- Wide input voltage range

- LCD with control panel

- Advanced battery management

- Parallel redundant, up to 4 modules

- Self diagnosis

- Full protection against surges, dips, overcharge, overload

ComX Computers - Product specification sheet - Page 1/2



ComX Computers
Product Specification Sheet

Specifications:

© 2017 Respective owners and brand holders. This table has been carefully researched and generated by ComXpert International CC

(http://www.comx.co.za), however, errors and omissions may occur. Only references to South Africa apply. All products are sourced in

South Africa from the official suppliers and the warranty is that of the local supplier. E&OE. This table and our site's content may be used

on condition that this notice and link remains intact and unaltered.

Specifications

Product Code EP30

Technology True Online Double Conversion UPS - Transformer-based

Size 30KVA

Input/output Voltage 400V/400V

Design Tower

Power Factor 0.9

Battery Internal or external

Software Intelligent

Product Information Online

For the latest product information, availability and purchasing details, please visit the product page:

Product page:

https://www.comx.co.za/EP30-PSS-E-POWER-30KVA-Online-3phase-in-3phase-out-True-Online-Double-Conversion-p-169951

.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx.co.za/terms-of-use.php

Terms of Sale: https://www.comx.co.za/terms-of-sale.php

PDF generated: 2026-10-30 01:25:48.

This PDF was generated automatically and may include content prepared or assisted by automated or AI-based systems. While reasonable care is taken

to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other

information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing

decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.
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