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FA-140BSPL-W

Bitfenix Spectre Pro Led 140x140x25mm PC Case Fan transparent with White led

Product Overview

Bitfenix BFF-LPRO-14025W-RP Spectre Pro Led, transparent with White led, led on/off via jumper or fan controller - high
pressure/CFM, with dual frame construction anti-vibration rivets, 140x140x25mm, 9x reinforced fan blades, curved design fin
for focused airflow, FDB (Fluid Dynamic Bearing) bearing, 1200rpm, 86.73CFM, 22.8dBA, 1.38 mmH2o0 air pressure

Specifications

Overview:

Following the success of our Spectre™ LED Fan Series, Spectre Pro™ LED ups the ante with an all-new design and
enhanced performance. The high pressure and CFM design produces wicked cooling and is also perfect for watercooling
setups. Its dual frame construction not only looks great, but also helps to dampen vibrations that cause unnecessary noise.
Reinforced fan blades prevent warping at high RPM levels, while focused airflow ensures cool air can reach all of your
installed components. With FDB technology for low noise and long life, multiple color options, and on-the-fly light switching,
Spectre Pro LED is the new gold standard in performance case fans.

Features:

High Pressure/CFM Design
Engineered for maximum pressure and airflow, Spectre Pro LED delivers a torrent of air that will keep your system cool even
when the action heats up. Performance freaks and water cooling enthusiasts are going to love Spectre Pro.

Dual Frame Construction
Using a dual frame construction, Spectre Pro LED fans not only offer aggressive looks, but also vibration dampening
properties, helping to keep noise levels in check. In short, our Spectre Pro LED Fan Series looks different because it is.

Reinforced Fan Blades
High rotation speeds can actually warp fan blades while in motion, resulting in more turbulence and noise. Spectre Pro LED
features reinforced fan blades that resist warping even when spinning at high speeds for maximum cooling performance.

Focused Airflow

All the airflow in the world won't do you any good if it can't reach your system's hotspots. The special curved design of Spectre
Pro LED fan blades and cage directs airflow in a focused column, minimizing diffusion and allowing cool air to reach your
components.
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Silent Operation and Long Life
Like our Spectre™ LED Silent Fan Series, our Spectre Pro LED features the very same fluid dynamic bearing technology for
minimum noise and maximum operating life.

Multiple Colors Available
No two setups are alike, which is why Spectre Pro LED comes in a variety of LED colors. Spectre Pro LED's inner ring is also
color matched to the LED color for a unique look.

On-the-Fly Light Switching
Spectre Pro LED borrows the on-the-fly light switching technology from our original Spectre™ LED Series, which allows you to
turn the fan lights on and off with the push of a button using compatible BitFenix chassis and accessories.

Excellent Extras

Included with each Spectre Pro LED Fan are some thoughtful extras that help you keep noise levels as low as possible. Four
Anti-Vibration Rivets help further deaden noise-making vibrations, and for even more noise control, install the included
Low-Noise 7V Adapter. Get more with Spectre Pro LED.

Specifications:

Materials PC & PBT

Operating Voltage 12vDC

Starting Voltage 5vVDC

Bearing Type Fluid Dynamic Bearings (FDB)
Dimensions (mm) 140x140x25mm

Current (A) 0.25A +/-10%

Speed (RPM) 1200 RPM +/-10%

Air Flow (CFM) 86.73 CFM +/-10%

Air Pressure (mmH20) 1.38 mmH20

Noise (dB-A) 22.8 dB(A)

Product Information Online

For the latest product information, availability and purchasing details, please visit the product page:
Product page: https://www.comx.co.za/FA-140BSPL-W-Bitfenix-Spectre-Pro-Led-140x140x25mm-Buy-p-67953.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx.co.za/terms-of-use.php
Terms of Sale: https://www.comx.co.za/terms-of-sale.php
PDF generated: 2026-10-19 09:19:08.

This PDF was generated automatically and may include content prepared or assisted by automated or Al-based systems. While reasonable care is taken
to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other
information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing

decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.

ComX Computers - Product specification sheet - Page 2/2



