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PROKO09005581

OKI MX1150 Pedestal Line Printer

Product Overview

OKI MX1150-PED-ETH: 1150 LPM, Pedestal, Ethernet,{Print Speed per minute - 1150 lines}, {DPI - 180/144}, {Ribbon Life -
65-90million characters}, {Ribbon - 09005591 09005592}, 3 year warranty

Specifications

Overiew:

Designed to work to optimum capability in a variety of environments from industrial and manufacturing locations to computer
rooms. Even normal offices offer a suitable operating position due to the incredible low noise output when using the
sound-proofed cabinet version. Robust and rugged printer technology offering high reliability for applications that cannot be
interrupted.

Features:

- 1500 lines per minute continuous throughput
- PrintNet Enterprise option - allows remote configuration, management and control MX printers over LAN/WAN and network

- A wide range of design enhancements makes the MX1000 series the most reliable ever resulting in more uptime, fewer
interruptions and lower service and opertating costs

- Ultra capacity ribbon - suitable for both text and barcode applications with enhanced darkness characteristics
- Integrated print management automatic ribbon life monitor - indicated on control panel or via PrintNet Enterprise

- More user friendly than ever - all user adjustment and control points are coloured blue

Specifications:

Number of copies Up to 6 parts (including original)

Print speed 1500 lines per minute

Printing width 136 characters (at 10cpi)

Accoustic noise Pedestal - 68dBA Cabinet - 52dBA
Voltage requirements Auto Ranging 100-120VAC, 200-240VAC
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Weight

Frequency

Dimensions(HxWxD)

Paper Handling

Number of copies

Paper weight

Standard paper handling
Paper dimensions
Printing Characteristics
Print speed

Printhead

Printing width

Character pitch

Built in barcodes

Fonts

Optional fonts
Graphic resolution
Font styles
Reliability
Reliability

Ribbon life

Interfaces and Emulations

Interface

Emulation

Product Information Online

Pedestal - 77.2kg (shipping weight) Cabinet - 124.8kg (shipping weight) Cabinet with power
stacker - 138.4kg (shipping weight)

50/60Hz

Pedestal - 914 x 660 x 533 (mm) Cabinet - 1041 x 686 x 737 (mm) Cabinet with power stacker
- 1041 x 686 x 838 (mm)

Up to 6 parts (including original)
15 to 100 Ibs (60 to 375 gsm)
Bottom feed paper path with easy-load dual adjustable tractors

Continuous, fan folded, edge-perforation 3" to 17" (76mm to 432mm)

1500 lines per minute

Line Matrix - Single Hammerbank Technology

136 characters (at 10cpi)

10, 12, 13.3, 17.1, 20 (NLQ not available at 20 pitch)

30 resident symbologies, including Code 39, EAN 8/13, UPC A/E, Postnet, Royal Mail,
Interleaved 2 of 5, and PDF 417

Unicode UTF-8 and over 100 multinational character sets including IBM World Trade, ECMA
Latin 1, DEC Multinational, IBM Code Page 437 and 850, OCR A, OCR B Fonts include: NLQ
Serif, NLQ Sans Serif, Data Processing, High Speed, OCR A, OCR B

Other fonts available as download options
180 x 144 dpi

High Speed, Data Processing, Near Letter Quality

100% duty cycle and total reliability through proven design and engineering

MX Ultra Capacity Ribbon for bar code, OCR and text applications - 90 million characters MX
Label Ribbon for shiny or coated label face stocks - 65 million characters

RS-232, IEEE-1284/Centronics parallel

Printronix P Series, P Series XQ, Serial Matrix, IBM ProPrinter Il XL, Epson FX-1050

For the latest product information, availability and purchasing details, please visit the product page:

Product page: https://www.comx.co.za/PROK09005581-OKI-MX1150-Pedestal-Line-Printer-Buy-p-64398.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx.co.za/terms-of-use.php
Terms of Sale: https://www.comx.co.za/terms-of-sale.php

PDF generated: 2026-10-17 12:10:49.
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This PDF was generated automatically and may include content prepared or assisted by automated or Al-based systems. While reasonable care is taken
to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other
information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing
decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.
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