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TM-T70IIE
Epson TM-T70II (025C0) UB-E04 80mm Thermal receipt printer, USB, LAN

Product Overview

Epson TM-T70II (025C0) UB-E04 80mm Thermal receipt printer, USB, Ethernet LAN, Including power supply, Black, 250

mm/sec print speed, Paper width 80 mm, 180dpi x 180dpi dot density, Partial Cut cutter

Specifications

Overview:

Fast receipt printer

The reliable thermal POS printer with full front operation that can be easily placed under the counter, thanks to its compact

design

Epson TM-T70II (025C0): UB-E04 + Built-in USB, PS, Black, EU

The TM-T70II is the reliable thermal receipt printer that can be fully operated from the front, thanks to its front paper loading.

With a small footprint, and accessible button controls, it conveniently sits under your counter, while its fast 250mm per second

print speed and margin-less printing allow you to serve your customers quickly - without having to replace paper rolls quite so

often.

Easy-to-use

Ideal for restaurants, retailers and the hospitality industry, this POS receipt printer conveniently sits underneath your counter,
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as it is the same height as most cash drawers, and saves you valuable desktop space. Combined with a wide range of

connectivity options (USB, Ethernet and Wi-Fi) this receipt printer offers you the flexibility to set up and operate wherever is

most convenient for you. Wires and cables are also protected from accidental spillages thanks to the optional protective.

Long-lasting

This receipt printer is ideal for busy environments that demand consistent, high volume printing. It features an improved

printing mechanism life of up to 17 million lines, as well as a printhead life cycle of 120km and auto cutter that can carry on

working for up to 1.7 million transactions.

Save money

With the margin-less paper saving function, you can print receipts right up to the edge. Not only does this save you money, as

you are able to print more receipts per roll, but combined with its ENERGY STAR rating for lower power consumption, the

TM-T70II can be an effective eco-friendly addition to your business.

High quality receipt printouts

The TM-T70II is able to print receipts in different shades of grey. Advanced graphic and barcode printing capabilities allow for

highly customized layouts. Logos and promotional messages can be added with ease.

Features:

- Front operation: Front loading paper feed

- Fast print speeds: Up to 250mm per second

- Small footprint: Easily fits under most counters

- Greyscale printing: Add logos and images to materials

- Eco-friendly: ENERGY STAR qualified

Specifications:

© 2017 Respective owners and brand holders. This table has been carefully researched and generated by ComXpert International CC

(http://www.comx.co.za), however, errors and omissions may occur. Only references to South Africa apply. All products are sourced in

South Africa from the official suppliers and the warranty is that of the local supplier. E&OE. This table and our site's content may be used

on condition that this notice and link remains intact and unaltered.

Specifications

Product Code TM-T70IIE

Print method Thermal line printing

Print method receipt Thermal line printing

Technology Themal Line

Print Speed 250 mm/sec

Print Speed receipt 250 mm/sec

Printing Font ANK

Column capacity receipt Paper width 80 mm, 56 / 42

Character size 3.38 mm (H)

Character set 95 Alphanumeric, 18 set International, 128 x 43 Graphic

Characters per inch 20 cpi / 15 cpi

Dot density 180 DPI x 180 DPI

Colour Printing Black

Paper Types Receipt
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Paper size roll paper 79.50 +/- 0.50 (W) mm x dia 83.00 mm

Interfaces USB 2.0 Type B, Bluetooth, Drawer kick-out, Wired Network

Data Buffer 4 kB or 45 Bytes

Power Supply PS-180 & EURO AC cable

Power Consumption Mean: 0.1 A

Operatingvoltage 24 V

Product dimensions 125 x 194 x 114 mm (Width x Depth x Height)

Product weight 2.17 kg

Colour Black (EBCK)

Interface connectors D.K.D. function

Noise Level Operation: 55 dB (A)

Humidity Operation 10% - 90%, Storage 10% - 90%

Temperature Operation 5 degrees C - 45 degrees C, Storage -10 degrees C - 50 degrees C

Reliability 65,000,000 MCBF (Lines), 360,000 MTBF (Hours)

Auto Cutter Life 1,700,000 Cuts

Print Head Life 120 km - 120,000,000 pulses

EMC Standards CE marking, GOST-R, EN55022 Class A

Safety standards EN, TÜV, GOST-R

Changeable interface Yes

Cutter Partial Cut

What's in the box CD Manual, Main unit, PS-180 & AC cable, Power switch cover, Roll paper, Setup guide,

Warranty Documents

Product Information Online

For the latest product information, availability and purchasing details, please visit the product page:

Product page: https://www.comx.co.za/TM-T70IIE-Epson-TM-T70II-025C0-UB-E04-80mm-Thermal-Buy-p-166528.php

Images and specifications are provided for reference and are subject to change without notice. E&OE.

Terms of Use: https://www.comx.co.za/terms-of-use.php

Terms of Sale: https://www.comx.co.za/terms-of-sale.php

PDF generated: 2026-10-20 11:28:39.

This PDF was generated automatically and may include content prepared or assisted by automated or AI-based systems. While reasonable care is taken

to ensure accuracy, errors or omissions may occur.

For the most current and accurate product information, please refer to the product information available on our website. If any specification or other

information differs from information published elsewhere, please confirm the details with us before relying on the information or making a purchasing

decision.

If you identify an error or discrepancy, please report it to us so that we may investigate and correct it where necessary.
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